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SORU 4. Şekildeki trafik levhasını tutan direk boru şeklindedir. Borunun dış çapı 100 mm ve iç çapı 80 mm’dir. Levhanın boyutları 2,0 m x 0,75 m ve alt kısmın yerden yüksekliği ise 3,2 m’dir. Levhaya etkiyen rüzgar basıncı 1,8 kPa’dır. Borunun dış yüzeyi üzerinde ki A,B ve C noktalarında 


Asal gerilmeleri


En büyük düzlemsel kayma gerilmelerini 


bulunuz.





SORU 3.  Şekilde krank milinin bir parçası temsilen gösterilmiştir.  Yük P=1 kN ve boyutları b1=80 mm, b2=120 mm, ve b3=40 mm’dir. Üst şaftın çapı d=20 mm’dir.


En büyük çekme, basma ve kayma gerilmelerini 


Üst şaftın A noktasında (zo üzerinde) 


Üst şaftın B noktasında (yo üzerinde) 


bulunuz.





SORU 1. Çelikten yapılmış basınç tankı yatay eksenle � EMBED Equation.DSMT4 ���açı yapacak şekilde kaynak yapılarak imal edilmiştir. Tankın yarıçapı r = 0,5 m, et kalınlığı t=15 mm ve iç basınç p=2,4 MPa’dır. Ayrıca, Çeliğin elastisite modülü E=200 GPa ve Poisson Oranı � EMBED Equation.DSMT4 ���’dur. Tankın silindir kısmı için aşağıdaki değerleri hesaplayınız. a) Çevresel ve boylamasına gerilmeleri  b) maksimum düzlemsel ve düzlem dışı kayma gerilmelerini c) Kaynağa dik ve teğet düzlemler üzerindeki normal ve kayma gerilmelerini hesaplayınız.


Bütün gerilmeleri uygun doğrultulardaki küçük elemalar üzerinde gösteriniz.  











SORU 2. L şeklindeki köşebent P = 600 N değerinde bir yükü taşımaktadır. Köşebent içi boş dikdörgen bir kesite sahiptir. Kesitin cidar kalınlığı t=4 mm, dış boyutları b=50 mm ve h=90 mm’dir. Köşebentin kollarının uzunluğu orta eksenlerine göre b1=500 mm ve b2=750 mm’dir. Köşebentin duvara tutturulduğu yerin üst orta noktasında, sadece P yükünü gözönüne alarak, en büyük çekme gerilmesi � EMBED Equation.DSMT4 ���, en büyük basma gerilmesi � EMBED Equation.DSMT4 ��� ve en büyük kayma gerilmesi � EMBED Equation.DSMT4 ��� bulunuz.  
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Q4. A sign is supported by a pipe having outer diameter 100 mm and inner diameter 80 mm. The dimensions of the sign are 2.0 m x0.75 m, and its lower edge is 3.2 m above the base. The wind pressure against the sign is 1.8 kPa. Determine


Maximum principal stresses


Maximum in-plane shear stresses





at points A, B and C, located on the outer surface at the base of the pipe.





Q3. A segment of the crank-shaft in a vehicle is represented as shown in the figure. The load P equals to 1.0 kN, and the dimensions are b1=80 mm, b2=120 mm, and b3=40 mm. The diameter of the upper shaft is d=20 mm. Determine the maximum tensile, compressive, and shear stresses 


at point A, which is located on the surface of the shaft at the z0 axis.


at point B, which is located on the surface of the shaft at the y0 axis.





Q2. An L-shaped bracket lying in a horizontal plane supports a load P=600N. The bracket has a hollow rectangular cross section with thickness t=4 mm and outer dimensions b=50 mm and h=90 mm. The centerline lengths of the arms are b1=500 mm and b2=750 mm. Considering only the load P, calculate the maximum  tensile stress � EMBED Equation.DSMT4 ���, maximum compressive stress � EMBED Equation.DSMT4 ���, maximum shear stress � EMBED Equation.DSMT4 ��� at point A, which is located on the top of the bracket at the support.  





�





�





�





Q 1. A pressurized steel tank is constructed with a helical weld that makes an angle � EMBED Equation.DSMT4 ��� with the longitudinal axis. The tank has radius r=0.5 m, wall thickness t=15 mm, and internal pressure p=2.4 MPa. Also, the steel has modulus of elasticity E=200 GPa and Poisson’s ratio � EMBED Equation.DSMT4 ��� . Determine the fallowing quantities for the cylindrical part of the tank: a) the circumferential and longitudinal stresses, b) The maximum in-plane and out-of-plane shear stresses, c) the normal and shear stresses acting on planes parallel and perpendicular to the weld


(show all the stresses on a properly oriented stress element)
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