MUKAVEMET II  -  ÖDEV 4
Teslim Tarihi : 21 Mayıs 2012

[image: image1.emf][image: image2.emf]Problem 1 : Şekilde yükleme durumu verilen

kiriş için  elastik eğri denklemini elde ederek 

a) Maksimum çökmenin oluştuğu noktayı 
ve bu noktadaki çökme değerini

b) Sol uçtaki eğimi (()

hesaplayınız.

Problem 2 : Şekilde yükleme durumu verilen
Kirişin mesnet tepkilerini integrasyon yöntemini
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kullanarak elde ediniz. 
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Problem 3: Şekildeki ABCDE kirişi yoğunluğu 

w olan yayılı bir yükü taşımaktadır. Orta kısmın 

atalet momenti(BCD) yan kısımıların (AB ve DE)  

atalet momentinin iki katıdır. Castigliano teoremini

kullanarak C noktasındaki çökmeyi bulunuz.

Problem 4 : Şekilde gösterilen ABC kirişi BD ve

CE kolonları tarafından desteklenmektedir. Kiriş A 

noktasında yatay yönde hareket edemeyecek şekilde

mesnetlenmiştir. Her iki kolon kirişe pimle 
tutturulmuştur. Ancak D mesneti bilyalı,
E mesnneti ise pimlidir. Her iki kolonda çelikten
yapılmıştır(E=200 GPa) ve kenar uzunluğu 16 mm 
olan kare kesite sahiptir. Q yükü BD kolonundan
 “a” kadar bir mesafede etkimektedir.
a) Eğer a=0.5 m ise, kritik Qkr yükü nedir?
b) Eğer “a” değeri 0 ve 1 m arasında değişirse, 
olabilecek maksimum Qkr değeri nedir? 

Bu duruma karşılık gelen “a”  değeri nedir? 
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Q1 : The loading of beam is shown in the figure.
By determining the equation of the elastic(deflection)

curve, calculate

a) the value  and location of the maximum 

deflection 

c) slope (() at the left end of the beam 
Q 2 : The beam is subjected to distributed
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loading as shown in figure. Determine the 
reactions by the method of integration. 


Q3: A simple beam ABCDE supports 

a uniform load of intensity w (see figure). 

The moment of inertia in the central part of 

the beam (BCD) is twice the moment of inertia in

the end parts(AB and DE).

Find the deflection at the midpoint C of the beam

by using the Castigliano’s theorem. 

Q 4 : The horizontal beam ABC shown in 

the figure is supported by columns BD and CE.

The beam is prevented from moving horizontally

by the pin support at end A. Each column is pinned

at its upper end to the beam, but at the lower ends,

support D is a guided support and support E is

pinned. Both columns are solid steel bars

(E=200 GPa) of square section width equal to 16 mm.

A load Q acts at distance a from column BD.

a) If the distance a=0.5 m, what is the critical 

value Qcr of the load? 

b) If the distance a can be varied between

 0 and 1 m, what is the max. possible value

of Qcr ? What is the corresponding value 

of the distance a? 
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